SMD 1575.420MHz SAW FILTER ﬂ

AFS 1575.4284 APPLICATION: GPS, Automotive Electronics Remote Control 3x3x 1.15mm

> STANDARD SPECIFICATIONS:

CHARACTERISTICS UNIT MIN. | TYP. MAX.
Center Frequency Fc MHz - 1575.420 -
Bandwidth MHz - Fct 1.2 -
Insertion Loss @ Passband dB - 15 2.0
Ripple @ Passband dB - 0.15 1.0
Relative Attenuation
DC ~ 1382 MHz dB 37.0 40.0 -
1382 ~ 1397 MHz dB 40.0 47.0 -
1397 ~ 1478 MHz dB 40.0 45.0 -
1478 ~ 1487 MHz dB 40.0 47.0 -
1487 ~ 1500 MHz dB 30.0 52.0 -
1625 ~ 1640 MHz dB 30.0 49.0 -
1640 ~ 2000 MHz dB 38.0 42.0 -
2000 ~ 3000 MHz dB 33.0 385 -
DC Voltage \Y 0
Source Power dBm 10
Operating Temperature °C -40°C to +85°C
Storage Temperature °C -50°C to +100°C
Terminating Impedance Q 50
Input/Output VSWR @ Passband MHz 1.1 2.0/1

Electrostatic Sensitive Device. Handle with precaution.
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